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NOTES:

1. CLOSE ROADWAYS WITH TYPE III BARRICADES. EXTEND THE BARRICADES ACRGSS
INTENDED ROAD CLOSURE A MINIMUM OF 3, OF THE ROADWAY STARTING FROM THE
CENTER OF THE ROADWAY AND EXTENDING IN BOTH DIRECTIONS TOWARD THE
SHOULDERS. PLACE A “ROAD CLOSED” SIGN (R11-2) QOVER THE CENTER LINE AND
THE APPROPRIATE “DETOUR” ARROW SIGNS (M4-10 L OR R) ON EACH SIDE OF THE
“ROAD CLOSED” SIGN. DETOUR ARROWS ARE NOT REQUIRED IF DETQUR IS NOT
AT ROAD CLOSURE.

2. USE A 12 INCH MINIMUM MOUNTING HEIGHT TO THE BOTTOM OF THE LOWEST SIGN
FOR SIGNS ON PORTABLE SUPPORTS.

3. USE A 36 INCH MINIMUM MOUNTING HEIGHT TO THE BQOTTOM OF THE LOWEST SIGN
FOR SIGNS ON PORTABLE SUPPORTS PLACED AMONG CHANNELIZING DEVICES.

4. USE A MINIMUM 84 INCH MOUNTING HEIGHT FOR ALL GROUND MGOUNTED SIGNS.
REFER TO SN SERIES STANDARD DRAWINGS.

5. PLACE TWO ORANGE STRIPS OF RETROREFLECTIVE SHEETING, 4 INCHES x 24 INCHES,
VERTICALLY, 12 INCHES FROM THE RIGHT AND LEFT CORNERS ON THE BACK
OF SIGNS USED WITH PORTABLE SUPPORTS.

6. USE SANDBAGS WITH SAND OR OTHER COMPARABLE SOFT MATERIAL AS BALLAST. DO
NOT PLACE BALLAST HIGHER THAN 12 INCHES ABOVE THE ROADWAY AND DO NOT
COVER ANY REFLECTIVE AREA OF RAILS OR SIGNS.

7. SIGNS ON PORTABLE SUPPORTS MAY BE USED FOR 7 DAYS OR LESS. USE PERMANENTLY
MOUNTED SIGNS FOR LONGER THAN 7 DAYS UNLESS USE OF PORTABLE SIGN SUPPORTS
RECEIVES APPROVAL FROM THE REGION TRAFFIC ENGINEER.

8. USE 4 INCH x 16 INCH ORANGE RETROREFLECTIVE SHEETING SECURELY FASTENED
TO THE OUTSIDE EDGE OF THE FLAG. ENSURE TWO INCHES OF THE SHEETING IS
VISIBLE FROM EACH SIDE.
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